
KS1600™ - Blockout

GET STARTED TODAY:  (888) 727-7050  |  sales@kedersolutions.com

16 oz. Blockout Fabric

Applications Awning, Patio Covers, Shade Structures, Canopies, Tent and 
Structure, Construction and Design, Erosion Control, Truck 
and Trailer Tarps, Marine Tops and Covers, Garage Doors, 
Tarps, Mega Marquees, Large Enclosures, Roll Up-Door and 
Screen

Weight 16 oz. Laminate

Transparency Blockout

Widths Available 61 in.

Lengths Available 100 yd.

Colors White, Blue, Red



KS1600™ - Blockout

GET STARTED TODAY:  (888) 727-7050  |  sales@kedersolutions.com

Specifications Test Method

Composition 1100Dtex +1100Dtex 3.5+3.5/cm blockout 
1000D+1000D 9+9/inch blockout

DIN53830 / DIN60001 

Weight 540gsm +/- 20gsm 
16 oz. 

DIN53352 
ASTMD751 

Lacquering - -

Surface Finish Gloss -

Color White -

Breaking Strength 
(Warp x Weft) 

1327x1772N/5cm
301x402lbs/2” 

DIN53354
FS5100 

Tearing Strength 
(Warp x Weft) 

336 x348N 
76x79 lbs 

DIN53363 
FS5100 

Adhesion Strength 29.5N/5cm
6.7lbs/2” 

DIN53357 
FS5970 

Width 61” & 104" 
*additional widths available

-

Fire Resistance B1, B2, NFPA-701 -

Temperature 
Resistance 

- 30°C ~ 70°C
- 20°F ~ -158°F

DIN53372 
FS5874 

Scan the QR code to view this 
product on kedersolutions.com


